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200 cm x 200 cm x 100 cm    or    8” 8  x 4”x ”

Figure2

I
ii) Secure the additonal frame on i" joist by screws, hold fan housing in place so that the flange of housing

is flushed with the base of the joists. (Figure2. Figure3)
iii) Sucure buckle on the fan (a.b) & joist with screws and secure joist throught hole of housing (c.d). ensure

the housing totally mounted on the joist.
iiii) Re-install the blower in housing.

)    Released the blower from fan unit inside.

Figure3
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Figure5 Figure6

I) Released the blower from fan unit inside.

ii) Hold fan housing in place so that the flange of housing is flushed with the base of the joists.

(Figure5. Figure6)
iii) Sucure buckle on the fan (a.b) & joist with screws and secure joist throught hole of housing (c.d). ensure the

housing totally mounted on the joist.
iiii) Re-install the blower in housing.

i



16.3 1200 50 1.660120Exhaust

ONEX 

   

THE LORDCO GROUP LTD.

E-mail: Support@onexcanada.ca

OBF-50

ONEX

OBF

 

ONEX 

ONEX ONEX 


	页 1
	页 2
	页 3
	页 4


 
 
    
   HistoryItem_V1
   AddMaskingTape
        
     范围:当前页面,仅当奇数页
     蒙版座标: 水平和垂直位置 307.31, 563.87 宽度 167.75 高度 138.85 点
     来源: 左下
     颜色: 默认 (白色)
      

        
     D:20240515142343
      

        
     1
     Default
     0
     BL
     1784
     490
    
     qi4alphabase[QI 4.0/QHI 4.0 alpha]
            
                
         Both
         74
         CurrentPage
         92
              

       CurrentAVDoc
          

     307.3134 563.8675 167.7537 138.8549 
      

        
     QITE_QuiteImposingPlus5
     Quite Imposing Plus 5.0
     Quite Imposing Plus 5
     1
      

        
     0
     4
     0
     6673be60-4481-44a7-bd67-e1d0f501616d
     1
      

   1
  

 HistoryList_V1
 qi2base





